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Installation Manual for Smart Reader Data Logger Wi-Fi 

Statim 2000\5000 Autoclave 

Disconnect all electrical power to the unit before removing any of the unitôs covers to 

prevent possibility of electrical shock. Failure to comply with these instructions could 

result in serious personal injury.  

1. Remove the cassette and reservoir cap. (Picture A) 

2. Using a Philips type    screwdriver remove all screws holding the 

top cover. There are six (6) in total. (4 side and 2 or 3 in the back)

(Picture B). 

3. With the front of the cover overhanging the edge of the  counter, 

lift up the rear of the cover until it clears the internal components.  

4. Slide the cover forward. (Take care not to strain the ribbon cables      

connecting the display and  keypad.). 

5. Gently rotate the cover up and pivot it around the front left corner of the 

machine. When the cover is clear of the machine, rest it on its side.  

(Picture C) 

 6. On the left side of the autoclave you will see the        

electronic board. (Picture D) 

7. Plug the Smart Reader Data Logger ribbon cable in. The 

cable plug will only fit one way. (The Smart Reader Data 

Logger has to be close to the electronic board due to the   

ribbon length). (Picture E) 

8. Leave the ribbon cable on the  bottom.  

9. Place the cover back in place. 

10.The Smart Reader Data Logger will need to be on the left side of the         

Autoclave. (Smart Reader can be positioned horizontal or vertical on the side) 

11. You have completed the installation part. Please plug the  Autoclave back 

in. The Autoclave and the Smart Reader will restart. 

Everything is now complete and your new Smart Reader Data Logger is 

ready to save all your data. 
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SD Card Information 

¶ The SD card is already formatted for use. No action needed. 

¶ Please do not remove the SD card from the Smart Reader Data Logger during the install. 

¶ Please DO NOT remove SD card during the sterilization cycle. Your data will NOT be saved.   

¶ Make backup of the SD card on your computer once a month.                     

¶ Place the SD card back into the reader after review or print. 

 

 

View\Print Data 

When you have finished a sterilizer cycle and 

 would like to view or print the data from the SD 

card, please follow these instructions. 

a. Remove the SD card from the unit. 

b. Insert the card into a SD card reader slot on your PC. If you do not have the SD card reader 

slot, you can purchase the SD card reader from your electronic department store.  

c. When you placed the card into the reader, depending on your system, a folder or information 

about the SD card will pop up on your screen. 

d. Open the folder and you can view all data from your sterilization cycle. The folder is organized 

by year, month and you can see the data cycles as individual text. 

e. To print, open the text file by double click. It will open in the notepad.  

f. Send to print by clicking on File-> Print. This will open your printer screen.  

g. Please do not forget to return the SD card back into the SD card slot on the Smart Reader   

Data Logger. 
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NOTE: To use the Wi-Fi backup, the mobile app or browser you need the cloud service.  

Please contact us to obtain the service. 

WiFi and Cloud Backup Setup 

If you have purchase the Wi-Fi version of the Smart Reader Data Logger with the Cloud services, 

please follow these instructions: 

1. If you have purchased the Smart Reader Data Logger with the Wi-Fi and 

cloud, the Mini SD card will be included in the package. (The cloud Service 

login and password are preset) 

2. Remove the Mini SD card (Left-hand side of data logger) from the Smart 

Reader Data Logger (Mini SD Card is much smaller than the SD Card). 

3. Plug the Mini SD card in the PC by using the SD card reader. If you do not 

have the SD card reader slot, you can purchase the SD card reader from 

your electronic department store.  

4. Once the folder shows up on your screen, double click the only file on the 

card (autoconfig) 

5. The notepad will open the file. You will see 6 lines. The first 2 lines contain 

the information about your Wi-Fi network. Please setup the first 2 lines. 

6. Enter your Wi-Fi information in the SSID and password areas, correctly. Capitals, spaces and 

special characters. All are important. If you are not sure, please contact your IT support.  

7. Please do not change any other login or password information in that file. 

8. Once completed, please click on File ->Save as -> and save as the same file name. Do not 

change the name. 

9. Remove the Mini SD card from the reader and insert back into the Smart Reader Data Logger. 

10. Unplug your Autoclave for 10 seconds. Restart. 

11. With the Mini SD card is inserted and restart, you will see that the data   

logger is connecting to your Wi-Fi. When the connection is successful you 

will see on the Smart Reader display stating Wi Fi connected. 

12. If the connection failed, please verify your Practice Wireless Information.                            

Please redo steps 4-12.  

13. In the back of the Smart Reader Data Logger is a button, that you can 

use to refresh the connection after verification of the information.  
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Smart Reader Data Logger 

2010 Winston Park Drive, Suite 200,  

Oakville, ON, L6H 5R7  

Phone: (416) 524-5445  

Email: info@smartreader.ca  

www.smartreader.ca 

Smart Reader Data Logger Warranty 

The Smart Reader Data Logger has full warranty one (1) year from date of purchase. 

If you have any questions or you need assistance, please call our Client Service  

Center at (416) 524-5445. 

Smart Reader App is Now Available for iPhones, iPads, and Android devices!  

(For the Wi-Fi with Cloud units only) Get the mobile app on:  


